
Trappa Tube Sanitizer Stand
TRAPPA-TUBE-SANI-TRP2-11-S
Attractive, stylish snap-open 11” x 17” frame mounted on a silver 
aluminum stand to serve as a podium for any signage or display. Portrait 
or landscape presentation options provided. The angled aluminum snap 
frame allows quick and easy graphic changes.  Touch free sanitizer dispenser
requires 4 C Batteries. (Batteries not included)

dimensions:

additional information:

features and benefits:
- Two piece collapsible anodized 

aluminum post
- One year hardware warranty, 90 day warranty
   on electronic components

Post dimensions: 
18”w x 60”h x 1”d approx.
51mm(w) x 1016mm(h) x 25mm(d) approx.

Base plate dimensions:
18”d approx.
343mm(d) approx.

Frame dimensions:
18.25”w x 12.25”h approx.
464mm(w) x 311mm(h) approx.

Weight:
6.5 lbs / 3 kgs

Total visual area:
16.25”w x 10.25”h
2413mm(w) x 60mm(h)

Refer to related graphic template for 
more information.

Hardware

We are continually improving and modifying our product range and reserve the right to vary the specifications 
without prior notice. All dimensions and weights quoted are approximate and we accept no responsibility for 
variance. E&OE. See Graphic Templates for graphic bleed specifications.

Graphic

Shipping

Shipping dimensions  - ships in one box:
22”l x 22w x 8”h
610mm(l) x 343mm(w) x 76.2mm(h) approx.

Approximate shipping weight:
10 lbs / 5 kgs 

Recommended graphic thickness: 1/32” 
(works well with printed paper, as the lens will 
protect the graphic)
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- Clear non-glare protective lens
- Portrait or landscape positions
- Silver anodized aluminum tube frame
- Plastic Base



1) Locate the Plastic Base 
and place it on the oor

2) Insert the swaged end of the 
longer tube into the opening on the base

3) Attach the middle tube
using the snap buttons to lock the tube into place.

4) Attach the Top tube with the mounting bracket
using the snap buttons to lock the tube into place.

6) Attach the Trappa Frame using the wing nut
to the mounting bracket.  The frame can be attached

in both portrait or landscape orientation.

7) Attach the Dispenser using the included
screws and wing nuts through the holes in the top tube

5) Snap open the frame, remove the protective insert,
 install your graphic,

replace the clear protective insert, 
and snap the frame closed.


